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Product Information Sheet

45-3160 �CANFORD RACKBRACKET RECESS BRACKET 
1U, 50mm recess, grey

45-3161 �CANFORD RACKBRACKET RECESS BRACKET 
1U, 50mm recess, black

45-3162 �CANFORD RACKBRACKET RECESS BRACKET 
1U, 100mm recess, grey

45-3163 �CANFORD RACKBRACKET RECESS BRACKET 
1U, 100mm recess, black

45-3164 �CANFORD RACKBRACKET RECESS BRACKET 
1U, 150mm recess, grey

45-3165 �CANFORD RACKBRACKET RECESS BRACKET 
1U, 150mm recess, black

45-3166 �CANFORD RACKBRACKET RECESS BRACKET 
2U, 50mm recess, grey

45-3167 �CANFORD RACKBRACKET RECESS BRACKET 
2U, 50mm recess, black

45-3168 �CANFORD RACKBRACKET RECESS BRACKET 
2U, 100mm recess, grey

45-3169 �CANFORD RACKBRACKET RECESS BRACKET 
2U, 100mm recess, black

45-3170 �CANFORD RACKBRACKET RECESS BRACKET 
2U, 150mm recess, grey

45-3171 �CANFORD RACKBRACKET RECESS BRACKET 
2U, 150mm recess, black

45-3172 �CANFORD RACKBRACKET RECESS BRACKET 
3U, 50mm recess, grey

45-3173 �CANFORD RACKBRACKET RECESS BRACKET 
3U, 50m�m recess, black

45-3174 �CANFORD RACKBRACKET RECESS BRACKET 
3U, 100mm recess, grey

45-3175 �CANFORD RACKBRACKET RECESS BRACKET 
3U, 100mm recess, black

45-3176 �CANFORD RACKBRACKET RECESS BRACKET 
3U, 150mm recess, grey

45-3177 �CANFORD RACKBRACKET RECESS BRACKET 
3U, 150mm recess, black

FITTING OF BRACKET:
Using standard M6 rack screws, (not supplied with bracket). 
Screw ‘A’, push through the back of the equipment rack ‘ear’ 
and screw into M6 threaded hole in the back of the recess 
bracket. Screw ‘B’ attaches the front of the bracket to the 
rack strip/cage nut as normal.
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